§177.115

giving consideration to provisions for a
seaworthy hull, protection against fire,
means of escape in case of a sudden un-
expected casualty, guards and rails in
hazardous places, ventilation of en-
closed spaces, and necessary facilities
for passengers and crew.

[CGD 85-080, 61 FR 961, Jan. 10, 1996, as
amended by CGD 97-057, 62 FR 51050, Sept. 30,
1997]

§177.115 Applicability to existing ves-
sels.

(a) Except as otherwise required by
paragraph (b) of this section, an exist-
ing vessel must comply with the con-
struction and arrangement regulations
that were applicable to the vessel on
March 10, 1996, or, as an alternative,
the vessel may comply with the regula-
tions in this part.

(b) Alterations, or modifications
made to the structure or arrangements
of an existing vessel, that are a major
conversion, on or after March 11, 1996,
must comply with the regulations of
this part. Repairs or maintenance con-
ducted on an existing vessel, resulting
in no significant changes to the origi-
nal structure or arrangement of the
vessel, must comply with the regula-
tions applicable to the vessel on March
10, 1996, or, as an alternative, with the
regulations in this part. However, when
outfit items such as furnishings and
mattresses are renewed, they must
comply with the regulations in this
part.

Subpart B—Plans

§177.202 Plans and
quired.

(a) Except as provided in paragraph
(c) of this section and §177.210 of this
part, the owner of a vessel requesting
initial inspection for certification
shall, prior to the start of construction
unless otherwise allowed by the cog-
nizant Officer in Charge, Marine In-
spection (OCMI), submit for approval
to the cognizant OCMI, at least two
copies of the following plans:

(1) Outboard profile;

(2) Inboard profile; and

(3) Arrangement of decks.

(b) In addition, the owner shall, prior
to receiving a Certificate of Inspection,
submit for approval to the cognizant

information re-
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OCMI, at least two copies of the fol-
lowing plans, manuals, analyses, and
calculations that are applicable to the
vessel as determined by the OCMI:

(1) Midship section;

(2) Survival craft embarkation sta-
tions;

(3) Machinery installation, including
but not limited to:

(i) Propulsion and propulsion control,
including shaft details;

(ii) Steering and steering control, in-
cluding rudder details;

(iii) Ventilation diagrams; and

(iv) Engine exhaust diagram;

(4) Electrical installation including,
but not limited to:

(i) Elementary one-line diagram of
the power system;

(ii) Cable lists;

(iii) Bills of materials;

(iv) Type and size of generators and
prime movers;

(v) Type and size of generator cables,
bus-tie cables, feeders, and branch cir-
cuit cables;

(vi) Power, lighting, and interior
communication panelboards with num-
ber of circuits and rating of energy
consuming devices;

(vii) Type of capacity of storage bat-
teries;

(viii) Rating of circuit breakers and
switches, interrupting capacity of cir-
cuit breakers, and rating and setting of
overcurrent devices; and

(ix) Electrical plant load analysis.

(5) Lifesaving equipment locations
and installation;

(6) Fire protection equipment instal-
lation including, but not limited to:

(i) Fire main system plans and cal-
culations;

(ii) Fixed gas fire extinguishing sys-
tem plans and calculations;

(iii) Fire detecting system and smoke
detecting system plans;

(iv) Sprinkler system diagram and
calculations; and

(v) Portable fire extinguisher types,
sizes and locations;

(7) Fuel tanks;

(8) Piping systems including: bilge,

ballast, hydraulic, sanitary, com-
pressed air, combustible and flammable
liquids, vents, soundings, and over-
flows;

(9) Hull penetrations and shell con-
nections;
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